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HEAVY DUTY ROLLER DRIVE CHAINS

Cobalt Chains engineering class drive chain is used for power
transmission and speed reduction in many heavy duty applications.
Our drive chains are designed to exceed the listed ultimate strength
ratings, ensuring high fatigue strength and the ability to withstand
extreme shock loads. Each component is manufactured entirely

from alloy steel, carefully machined with high press fit tolerances.
Components are heat-treated with the latest techniques to ensure the
longest service life for both the chain and sprockets.
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Direction of Travel
Heavy Duty Offset Link Roller Drive Chains
Pitch E Sidebar Pin Cotter Roller | Average
. p . T H b A DC L R Ultimate | Weight
Chain min Strength
in Ibs Ibs/ft
CD508 2.000 1.25 0.31 1.56 0.56 3.25 0.152 1.078 1.13 64,970 7.61
(D882 2.609 113 0.25 1.13 0.44 2.63 0.192 1.100 0.88 26,080 3.62
CD3011 3.067 1.50 0.38 2.25 0.75 3.94 0.231 1.497 1.63 76,440 12.02
CD1031 3.075 1.50 0.31 1.50 0.63 3.38 0.192 1.300 1.25 48,560 7.41
CD3075 3.075 1.50 0.38 175 0.63 3.69 0.194 1.282 1.25 75,880 8.60
CD3500 3.500 1.50 0.50 231 0.88 444 0.308 1.922 1.75 149,050 16.03
CD4063 4,063 1.94 0.50 2.25 0.88 488 0.232 1.507 1.75 149,050 15.74
CD4073 4,073 1.94 0.56 2.38 0.94 5.13 0310 2.119 1.75 169,960 18.74
CD4500 4.500 2.00 0.56 3.00 113 5.25 0.388 2.521 2.25 220,090 24.56
CD5031 5.000 275 0.63 3.50 125 6.25 0377 2.558 2.50 313,610 27.25
CD1605 5.000 2.50 0.81 3.50 1.38 6.50 0377 2.558 2.50 350,030 39.88
CD6042 6.000 2.94 0.81 3.94 1.50 7.13 0.390 2917 3.00 419,950 46.52
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HEAVY DUTY ROLLER DRIVE CHAINS

Zinc Plated Drive Chains

Drive Chain Cross Reference

Pitch RENOLD
(INS) COBALT TSUBAKI EWART MOLINE |[HITACHI| REXNORD UNION KING JEFFREY
2.000 CD508 RO1613AK EXS2065 MXS52070 H2070 - US2065 JK508 1S2065R
2.609 CD882 UsS882 EXS882 MXS882 - - Us882 JK882 15882
3.067 CD3011 UsS3011 3067X MXS3011 H3011 AX1568 UsS3011 JK3011 53011
3.075 CD1031 US1031 EXS402 MXS51031 HP3 R1035 US1031 JK1031 J51031
3.075 CD3075 US3075 API3P MXS3075 HP3H CHAMP NO3 US3075 JK3075 53075
3.500 CD3500 RO1616 E238R MXS3514 H238 RX238 US3514 JK3500 53514
4,063 CD 4063 Us1242 AP14P MXS1242 H1242 RX1244 Us1242 JK4063 154014
4,073 CD 4073 US1245 RX1245 MXS51245 H1245 RX1245 US1245 JK4073 JS1245A
4.500 CD 4500 US4522 4500A MXS54522 H635 R0635 US4522 JK4500 154522
5.000 CD 5031 US5031 EXS5027 MXS55031 H1602A R01207 US5028A | JK5031 155031
5.000 CD 1605 - 1605AAA - - - - JK1605 1605AAA
6.000 CD 6042 US6042 EXS6042 MXS6042 H6042 R01306 US6042 JK6042 156042
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